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DURABILITY YOU CAN COUNT ON
This product is covered by SureWerx against defects in materials and workmanship when the product is used 
for the purpose for which it was designed. Please refer to surewerx.com for more warranty information.

RATCHETING-STYLE  
JACK STANDS
Features / Benefits
• Used and sold in pairs for supporting 

automotive vehicles after lifting

• Ductile iron support column with ratchet teeth 
provides multiple height positions

• Double-locks mechanism with both handle 
locks and mobility pin for increased safety

• Notched saddles for use with unitized vehicles

• Welded foot pads resist sinking into soft ground 
or asphalt
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PROD. NO. MOD. NO.
CAPACITY 

(TONS)
LOW HEIGHT HIGH HEIGHT BASE DIMENSIONS

SHIPPING 
WEIGHT

032242 853B 3 11" 16" 8.75" x 7.25" 16 lb

032244 856B 6 15.5" 24" 12" x 9.75" 30 lb

032248 873C 12 19.75" 28.31" 12" x 9.75" 57 lb

3-TON RACHETING-STYLE 
JACK STANDS
Prod. No.: 032242 
Mod. No.: 853B

6-TON RACHETING-STYLE 
JACK STANDS
Prod. No.: 032244 
Mod. No.: 856B

12-TON RACHETING-STYLE 
JACK STANDS
Prod. No.: 032248 
Mod. No.: 873C

Locking Pin (NEW)


