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  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  2.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

  3.  SEALING CODE 0 - UNSEALED
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SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 160

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER

SEE DETAIL Y

  4.  PARTS MUST BE CLEAN AND FREE OF ALL FOREIGN MATERIALS.
      FOR METALLIC PARTICLES CCC= A(F9/G8/H(1)7H(2)6/I - N00, CLASS 4
      PER ISO16232:2018. EXTRACTION METHOD ACCORDING TO PARAGRAPH
      7.4.3 (PRESSURE RISING). ANALYSIS METHOD ACCORDING PARAGRAPH 9.2.3.

THE FOLLOWING INFORMATION WILL ADD WITH LASER MARKER ON THIS SURFACE:

1. CUSTOMER PART NUMBER:
2. ASM DATA:
   YYMMDD=YEAR/MONTH/DAY, HH TIME ADVISABLE
3. +"C" MARK
   + "C" MARK FOR PARTS DECLARED AS "CONTROLLED OK"
4. BATCH NUMBER 
   XXXXX(INCREMENTED FOR EACH PART)

QUALITY CUSTOMER
INTERFACE (QCI)

DIMENSIONS LISTED BELOW (BY INSPECTION SYMBOL
NUMBER) MUST BE INCLUDED IN THE PROCESS CONTROL

PLAN FOR THIS PART

INSPECTION SYMBOL ZONE
7 G17
8 G18
11 F16
12 E16
13 C16
14 C16

PART  NO REV N/P TYPE CONN HEADER 12X TERM 0.50 8X TERM 0.50 USCAR
KEY
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35307460
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-
-
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35307428
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INTERFACE DRAWING
REFER TO "050-U-020-2-Z01"
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