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APVD4

A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.

  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  2.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

  3.  THIS PART IS NOT CONTROLLED FOR AUTOMATIC FEEDING.

  4.  CAVITIES TO ACCEPT THE FOLLOWING TERMINALS OR EQUIVALENT:
      
           HES 1.0 - 13654423
           HES 1.6 - 13663715
           HES 2.4 - 13783266

  5.  FOR APPLICATION DATA SEE THE APPLICATION DRAWING.

  6.  SEAL RETAINER PULL RETENTION FORCE MUST EXCEED 880 N.
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SECTION A-A

SEAL RETAINER - SEE CHART

O-RING SEAL HOLE - SEE CHART (2 REQ'D)

CABLE SEAL - SEE CHART

TERMINAL RETAINER - SEE CHART

MOUNT SPACER - SEE CHART

CONN SEAL - SEE CHART

O RING SEAL - SEE CHART

35490841 29 35489797 13697112 13697455 15454125 13711121 35490843 35490844 35490842 1.1-2.4 1.3-2.85 2.45-3.6 15544895

CONN HOUSING TERM
RETAINER SPACER O-RING SEAL SEAL CONN

GASKET CABLE SEAL SEAL
RETAINER

O-RING SEAL
HOLE

SIZE 20 (1.0) SIZE 16 (1.6) SIZE 12 (2.4)
PART NO TOTAL

CAVITIES CABLE OD
MATING PART

NO

2X 1.13
2X 2.96

5.72

2X 6.85

2X 7.19

2X 10.69 2X 10.84

4.16

8.38

2X 5.69

3.3

10.28

2X 13.19

2.88

7.11

2X 1.68

2X 3.05

2X 5.2

2X 6.11

2X 9.64

2X 9.87

11.69

3.3

4.16

2X 5.69

8.38

13.19

10.28

12.49

2.88

7.11

12.49

CONN HOUSING - SEE CHART

45.1 0.4

56.2

5.5

ASM CONN 29 M HES 1.0
1.6 2.4 SLD        

35490841
A1x3 1 OF 13:1 1 2

CARLOS DELGADILLO 14OC20
CARLOS DELGADILLO 14OC20
DAVID MARTINEZ 14OC20

SEE CHART

R -04

WARREN, OH

SUBSTANCES OF CONCERN AND RECYCLED
CONTENT PER APTIV 10949001

CONNECTION SYSTEMS

COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND

UTILIZATION OF THIS DOCUMENT OR ITS RELATED CAD MATH DATA, AS WELL
AS COMMUNICATION OF ANY CONTENT TO OTHERS, WITHOUT EXPRESS

AUTHORIZATION, IS PROHIBITED.

2020

14OC20 R 01 -- WAS PE447728, REV'D AND RELEASED PART
DRAWING

552721 CGD CGD DML

PART DRAWING

SEE CHART D
THIS DOCUMENT IS IN ACCORDANCE WITH ASME Y14.5M-1994
AS AMENDED BY THE GM GLOBAL DIMENSIONING AND
TOLERANCING ADDENDUM-2001.  SEPARATE PATTERNS OF
FEATURES MAY BE GAGED SEPARATELY REGARDLESS OF DATUM
REFERENCES.
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BSECTION B-B
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SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 60

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

SCALE 2:1

DETAIL C
SCALE 3:1

4

4.55

23.16

0.84

SEE DETAIL C

  7.  SHIPPING CAP 13668988 OR EQUIVALENT CAN BE ADDED AFTER HARNESS BUILD TO
      PROTECT PINS & PROTECT AGAINST CONTAMINATION.

1.8 +0.1
-0.05

37
SHIPPING CAP SEALING AREA SHALL BE FREE
OF SCRATCHES, VOIDS, TOOLING LINES AND
OTHER IMPERFECTIONS THAT EFFECT SEALING.
SCRATCHES, VOIDS OR MISMATCH SHALL NOT
EXCEED 0.013MM DEPTH.

38

02NO20 R 01 -AA RELOCATED "SHIPPING CAP SEALING AREA"
AND SEAL CONN GASKET WAS 13697118

552872 CGD CGD DML

24MR21 R 02 -- UPDATED CONN HOUSING & SEAL RETAINER
TO LATEST REVISION

553659 LVD CGD DML

  8.  FOR ASSEMBLY CONSTRUCTION FORCES REDUCTION IN CABLE SEAL, ADD M6504
      HIGH QUALITY PFPE.

22OC21 R 02 -AA 555646 LVD CGD DML 43.8 0.025 WAS  (43.8) AND ADDED
ASSEMBLY CONSTRUCTION NOTE

05NO21 R 02 -AB UPDATED PART AVAILABILITY 555815 AGC AGC DML

1.9

39

16FE22 R 03 -- 556606 GLG JAA DMLADDED DIMS (1.9), 38.7 +0.1/-0.15 AND
TORQUE NOTE

E

E
SECTION E-E

38.7 +0.1
-0.15

40

  9.  TORQUE MATING & UN-MATING NOT TO EXCEED 3.5NM.

19.7

5.37

DETAIL G
SCALE 25:1

SEE DETAIL G

2X 0.2R

34.23

41

42

43

2X 44

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER

20JN22 R 03 -AA ADDED DIMS #41-44 557802 LVD JAA DML

20JA23 R 04 -- UPDATED CONN HOUSING TO LATEST REVISION 559360 GLG JAA DML
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