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MOUNTING HOLE INFORMATION

4X 7.5 0.15R

PROCESS SENSITIVE DIMENSION

DIMENSIONS ENCLOSED IN   INDICATE
REFERENCE DIMENSIONS AND NO TOLERANCE
LIMITS ARE ESTABLISHED
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69 +0.4
 0

0.1 A B C

105 +0.4
 0

4X 10 0.15R

SEALING SURFACE MUST BE HELD
WITHIN SPECIFIED FLATNESS
AND CENTERED WITH MOUNTING HOLE

0.2

NO BURRS OR FLARED EDGES
AROUND ENTIRE PROFILE OF
HOLE.

  MOUNTING HOLE NOTES

  1.  MAX PAINT THK MUST BE CONTROLLED WITHIN
      SHEET METAL AND FLATNESS TOLERANCE DEFINED
      BY MOUNTING HOLE.

  2.  ANY PUNCHING OR PIERCING OPERATION OF PROFILE
      HOLE SHOULD BE COMPLETED OPPOSITE SIDE OF THE 
      SEAL SURFACE TO MAINTAIN SEALING INTEGRITY.

  3.  MOUNTING HOLE FLATNESS SPEC MUST BE
      MAINTAINED AFTER FASTENED TO SUPPORTING PANEL.

DIMENSIONAL RANGE (MM)
FROM

TO
TOLERANCE UNLESS OTHERWISE SPECIFIED

CHART

ANGULAR TOLERANCE  

SEALING FACE

MOUNTING HOLE SHEET

SEE NOTE #3

ISL PRE-STAGE
1.47 0.3

INNER - SEE CHART

ISL PRE-STAGE  - SEE CHART

SEAL GASKET - SEE CHART

CONNECTOR - SEE CHART

MBS PRE-STAGE  - SEE CHART
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  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  2.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

  3.  FOR APPLICATION DATA SEE THE INDIVIDUAL APPLICATION DRAWINGS.
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  4.  FOR ASSEMBLY REFER TO MANUAL ASSEMBLY 35368747

3X TABS ARE OPTIONAL CONSTRUCTION

EXPLODED VIEW

  4.  PER CUSTOMER USE RECOMMENDED 
      48-00005-708 MATERIAL SPECIFICATION

PART  NO REV N/P TYPE CODE CONNECTOR ISL INNER MBS SEAL GASKET
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MOUNTING HOLE-CODE D
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DETAIL B
SCALE 5:1

SEE DETAIL B
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SCALE 2:1

SEE DETAIL A
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R.KANNAN 21AU19
L.DAYALAN 21AU19
EDUARDO DIAZ A. 21AU19

SEE CHART

R -08

Chennai, India

SUBSTANCES OF CONCERN AND RECYCLED
CONTENT PER APTIV 10949001

CONNECTION SYSTEMS

COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND

UTILIZATION OF THIS DOCUMENT OR ITS RELATED CAD MATH DATA, AS WELL
AS COMMUNICATION OF ANY CONTENT TO OTHERS, WITHOUT EXPRESS

AUTHORIZATION, IS PROHIBITED.

2019

21AU19 R 01 -- 35240504 - WAS PE412640 , REVISED AND
RELEASED PART DRAWING
35240505 - WAS PE425985 , REVISED AND
RELEASED PART DRAWING
35240506 - WAS PE42986 , REVISED AND
RELEASED PART DRAWING
35240507 - WAS PE425989 , REVISED AND
RELEASED PART DRAWING

443683 KRK DL EDA

05SE19 R 02 -- REVISED VIEWS ( 6 PLCS ),
REVISED CHART ( 2 PLCS),
REVISED NOTES(1 PLCS),
ADDED VIEWS 102, 103, 104 & ISO VIEW,
35240504-MAT01 WAS 35240508-MAT01
AND REVISED GRAPHICS

444441 GM DL EDA

PART DRAWING

D
THIS DOCUMENT IS IN ACCORDANCE WITH ASME Y14.5M-1994
AS AMENDED BY THE GM GLOBAL DIMENSIONING AND
TOLERANCING ADDENDUM-2001.  SEPARATE PATTERNS OF
FEATURES MAY BE GAGED SEPARATELY REGARDLESS OF DATUM
REFERENCES.
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  5.  FUNCTIONAL, DIMENSIONAL & MANUFACTURING NOT CONTROLLED BY APTIV

25SE19 03 -- 35240500-35240503 - REVISED GRAPHICS AND
ADDED DIMS #21-#28

444583 KRK DL EDAR

9.63

13.37

9.78

13.22

9.63

13.37

9.78

13.22

21

22

23

24

25

26

27

28

28

SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 28

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER

01OC19 R 04 -- 35240504 - UPDATED PART AVAILABILITY 550097 JGM JGM DAT

13NO19 R 05 -- ALL PARTS - REVISED DIMS #21-28 550489 CGD CGD EDA

05OC20 R 06 -- ALL PARTS - UPDATED "INNER AND MBS"
TO THE LATEST REV; 35240505 - UPDATED
PART AVAILABILITY

552650 CGD CGD DAT

16OC20 R 07 -- ALL PARTS - PSD WAS DIM #4 552758 CGD CGD FRE

19OC20 R 08 -- ADDED SHT 1 OF 2 552449 CGD CGD JSM
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