
15

12066383 MYLAR RETAINER 

8

5

7.3

4

20.11

81.9

2X

0.2 C

4.3 0.1

7.1

6.9

6.7

24X

0.2 C

1.66 0.1

12066383 MYLAR
RETAINER MUST BE
APPLIED SUCH THAT
ALL PINS ARE LOCATED
AND RETAINED

CONNECTOR - SEE CHART

C

9.8

20.7

14.5

5.95 3

53.45

1.79

3

3

4X 10.81
4X 16.21

86.5

77.92

32.13

6

7.75

CONNECTOR MATING SIDE

D

MATING CIRCUIT BOARD

6.9

G

4X 7.3

  2.  SOLDER - THRU HOLE RECOMMENDED
      

28SE99

4X 10.3

CONNECTOR - SEE CHART

30

TYPE 101

RAJIV JINDIA

09AU02

2:1 A1x3

A
24X

0.62 A B C

1.03 0.03

OF 1

D. SMUTNY

5

24

SAME AS TYPE 101
EXCEPT AS SHOWN

18

1

921

H

14 10

A

B

L

OF
14

1618

17

23

L

C

7

 

4

12

1

D

6

12

22

J

24

E

17

N/P

 

DRAWING NUMBER

13

2

5

M

J

1

18

REV

G

2021 10

 

4

FRAME NO

K

19

A

9

11

7

8

222324

SIZE SCALE

B

M

C

13

G

11

15

15

F

D

SHEET NO

 

H

6

E

F

16

520

3

K

2

19

8

STG

3

1

12

9.9

TYPE 103

1

21

SAME AS TYPE 101
EXCEPT AS SHOWN

R

7

F

9

D. SMUTNY

6

KJL

1

J

TYPE 105
SAME AS TYPE 101
EXCEPT AS SHOWN

4.5

TYPE 102

1.5

DWG STATUS
REVISION HISTORY

DATE STG N/P
AUTH APVD

2CHG
APVD

1
ZONE DR

REV

2

CONNECTOR - SEE CHART

2.31

OF 1

CONNECTOR - SEE CHART

7.5

8

27

7.5

13.8

CONNECTOR - SEE CHART

WARREN, OH

4.25

TYPE 104

12NO99

1.2

10030

-

15357052
2 2:1

28SE99

R

0.15A1x3

PERFECT FORM REQUIRED FOR FEATURES OF SIZE AT MMC.
TRUE POSITION TOLERANCES AND RELATED DATUMS APPLY AT
CONDITION OF SIZE INDICATED IN FEATURE CONTROL FRAME.
ALL OTHER GEOMETRIC TOLERANCES AND RELATED DATUMS
APPLY RFS.  SEPARATE TRUE POSITION CALLOUTS MAY BE
GAGED SEPARATELY, REGARDLESS OF DATUM REFERENCE.

8X

0.62 H G J

2.8 0.1

2X

0.4 D F E
SEP REQT

4.6

200
200
150

150

SAME AS TYPE 101
EXCEPT AS SHOWN

THIRD ANGLE
PROJECTION

  NOTES
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A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.
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  2.  PARTS SHOULD BE PLACED IN CLEAN PLASTIC TUBS OR PANS LINED
      WITH POLYETHYLENE BAGS, WHERE PRACTICAL, DURING PROCESSING
      AND STORAGE. IN ALL CASES, IN-PROCESS HANDLING MUST OCCUR
      WITH DUE CARE SO AS TO INSURE PED COSTUMERS RECEIVE CLEAN,
      UNDAMAGED PARTS. PARTS MUST BE PACKAGED IN A MANNER THAT
      INSURES TERMINAL PIN LOCATION AFTER PROCESSING.
      IF SOFT PADDING IS REQUIRED IT MUST BE A PASSIVATED MATERIAL.

  6.  THIS PART IS NOT CONTROLLED FOR AUTOMATIC PLACEMENT.

  4.  PIN SOLDERABILITY - SEE ESO - 1503
  5.  PART MUST MEET SPECIFICATION C-4006, CLASS III, UNPROCTECTED
      CONNECTOR TEST PLAN

  3.  MATING COMPONENTS OR EQUIVALENT:
           CONNECTOR 8W SEE CHART
           CPA 12052834
           TPA 12110627
           CONNECTOR 24W SEE CHART
           TPA 12047900 & 12047901

  7.  WHISKER FILAMENTS NOT PERMITTED ALONG PIN SURFACE.

21MY09 R 12 -- 13705686, 13705687 & 13705688 - INACTIVE 408059 JAR JVM IR

10MY10 R 13 -- ALL ACTIVE PARTS - UPDATED PDM
ATTRIBUTES

410736 AGM JAA FBF

  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  8.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.
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A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.

  9.  IF THIS PART NUMBER IS REACTIVATED, TERMINALS LEAD FREE VERSION MUST BE USED.
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