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A         LINE DRAWN THROUGH A PART NUMBER 
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FOR ORDERING.
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PROCESS SENSITIVE DIMENSION

DIMENSIONS ENCLOSED IN   INDICATE
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M4 FASTENER HEAD OD NOT TO EXCEED 8MM
M4 FASTENER HEAD HEIGHT NOT TO EXCEED 4MM
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TYP4X
FLANGED SIDE OF COMPRESSION LIMITER

4X COMPRESSION LIMITER - (SEE CHART)

HEADER HOUSING - (SEE CHART)

FACE SEAL - (SEE CHART)

SHIELD - (SEE CHART)
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SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 55

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

TAXI ASM CONN   0.64 HVIL
M/P 280  MODULAR 

35161786
A1x4 1 OF 12:1 1 2

E. SHASTEEN 13MR18
E. SHASTEEN 13MR18
T. MATHEWS 13MR18

SEE DRAWINGS
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WARREN, OH

SUBSTANCES OF CONCERN AND RECYCLED
CONTENT PER APTIV 10949001

CONNECTION SYSTEMS

COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND

UTILIZATION OF THIS DOCUMENT OR ITS RELATED CAD MATH DATA, AS WELL
AS COMMUNICATION OF ANY CONTENT TO OTHERS, WITHOUT EXPRESS

AUTHORIZATION, IS PROHIBITED.

2018

13MR18 R 01 -- RELEASED PART DRAWING 437798 ES ES TM

PART DRAWING

D
THIS DOCUMENT IS IN ACCORDANCE WITH ASME Y14.5M-1994
AS AMENDED BY THE GM GLOBAL DIMENSIONING AND
TOLERANCING ADDENDUM-2001.  SEPARATE PATTERNS OF
FEATURES MAY BE GAGED SEPARATELY REGARDLESS OF DATUM
REFERENCES.
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V0 IDENTIFICATION MARK
SEE NOTE #14

COMPRESSION LIMITERS MUST BE
RETAINED IN HEADER HOUSING

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  2.  PARTS MEET THE PERFORMANCE REQUIREMENTS OF SAE/USCAR-2 R6,
      SAE/USCAR-37 AUG 2008, FOR THE FOLLOWING CLASIFICATIONS:

            TEMPERATURE CLASS 3 (-40 C TO 125 C)
            VIBRATION CLASS 1 (ON BODY OR CHASSIS)
            SEALING CLASS 3 (P/V LEAK/ SUBMERSION/ HIGH PRESSURE SPRAY)

  4.  M6504001 MUST BE APPLIED EVENLY ACROSS THE SEALING SURFACE. DRY-FILM 
      APPLICATION MUST BE INSPECTED PER THE MEASUREMENT METHOD DEFINED IN THE
      CONTROL PLAN AND APPROVED BY THE PRODUCT ENGINEERING PORTFOLIO MANAGER.

 12.  CAUTION: 
      THIS HEADER ASSEMBLY IS A MODULAR COMPONENT USED IN MULTIPLE SYSTEMS. 
      WHEN SELECTING INDEXES ALSO SEE TAXI 33300637 FOR DETAILS ON SHARED INDEXING.
      THE HEADER COMPONENT SHOWN ON THIS TAXI IS MADE FROM V-0 MATERIAL.
      THE SAME HEADER IS ALSO AVAILABLE IN H-B MATERIAL SHOWN ON TAXI 33300637.
      FOR MATING PART DETAILS PLEASE SEE THE INDIVIDUAL APPLICATION DRAWINGS.

  6.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

  9.  SEAL MAY BECOME DISLODGED DURING SHIPPING AND HANDLING. BEFORE ATTACHING
      TO THE MATING DEVICE OR COVER, THE OPERATOR MUST MAKE SURE THE SEAL IS 
      INTACT AND PROPERLY ASSEMBLED AS SHOWN.

 10.  WIRING SUPPLIER MUST VERIFY AND COMPLETE CABLE ASSEMBLY VALIDATION PER CUSTOMER 
      REQUIREMENTS. THIS WOULD INCLUDE CRIMP VALIDATION STUDIES FOR SELECTED 
      CABLE & TERMINAL COMBINATIONS.

  5.  PARTS MUST BE FREE OF DUST, CARDBOARD FIBER, LOOSE METAL SLIVERS OR ANY
      PARTICULATE MATTER THAT MAY CAUSE FIT OR FUNCTION CONCERNS.

 11.  PARTS MUST BE APPROPRIATELY PACKAGED TO AVOID ANY DAMAGE DURING SHIPPING
      OR HANDLING. THE SHIPPING CONTAINER MUST BE LINED WITH PLASTIC LINERS.
      BAG OR LINERS MUST BE SEALED TO AVOID FORIEGN MATTER.

  8.  THIS ASSEMBLY MUST BE LEAK TESTED PER ES-A-755 BY THE CONNECTION SYSTEM SUPPLIER.

  7.  RECOMMENDED FASTENER TIGHTENING TORQUE IS 2.5N. OVER TORQUE TESTING AND 
      TORQUE TO FAILURE MUST BE PERFORMED BY DEVICE CASE OR TIER ONE SUPPLIER.

 13.  WHEN MATED WITH AN INNER CONNECTOR AND FULLY POPULATED WITH TERMINALS THE SYSTEM
      MUST  WITHSTAND AN ELECTRICAL HI-POT TEST OF 3000 VOLT(AC) FOR 10 SECONDS 
      BETWEEN THE POWER TERMINALS AND THE POWER TERMINALS & SHIELD COMBINATION.

NOTES

M6504001 MUST BE DISPENSED
EVENLY ACROSS THE ENTIRE INSIDE

SURFACE OF THE SHROUD TO THE 
SPECIFIED DEPTH SHOWN

SEE NOTE # 4

8

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER
11OC18 R 02 -- ALL PARTS -(9) WAS 9 0.2, ADDED

"DRY-FILM" OVERALL INFO, ADDED "MEET
REQUIREMENTS" & "APPLICATION DRAWINGS"
NOTES AND REVISED "CREEPAGE", "CAUTION",
"MATED COMPONENTS", "PACKAGED" &
"ELECTRICAL VEHICLE CHARGING" NOTES;
35099959 & 35161787 - UPDATED PART
AVAILABILITY

441255 DAV JAA TM

 14.  FOR APPLICATION DATA SEE THE INDIVIDUAL APPLICATION DRAWINGS.

  3.  REFERENCE MANUAL 33357995 FOR ASSEMBLY/DISASSEMBLY INFORMATION.

35

28NO18 R 03 -- ALL PARTS - REVISE NOTE #4, #5, #8, 
LABEL DIM 35 & CAUTION NOTE, REMOVED 
CREEPAGE AND CHARGING INFOMRATION NOTES.

441703 AHG AHG TM
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