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A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.
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SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 106

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.
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SECTION A-A

CC

SECTION C-C

  NOTES

  4.  CORPORATE BRAND TO BE APPLIED TO PRODUCT DESIGN PER 
      THE LATEST REVISION OF ESD S1085201.
      

  3.  REFERENCE MATING COMPONENTS OR EQUIVALENT:
      
           CONNECTOR 13877790 & 15504257

  2.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

  5.  MAX LEAK RATE IS 0.4 SCC/MIN AT A PRESSURE OF
      4.6-5.6 PSI AT 16-35 C. (1 SCC=1 CC AT ONE ATMOSPHERE).
      LEAK TEST PROCEDURES TO BE APPROVED BY APTIV.

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

35587191 35587192 13989903 35587194 M6029001 M6504001
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24MY22 R 02 -- 35587191 - UPDATED PART AVAILABILITY
(P/N WAS NOT AVAILABLE)

557562 MLR ESC PPE

SEE DETAIL E

24AU22 R 03 -- ALL PARTS - CORRECTED DATUM REFERENCES ON
FEATURE CONTROL FRAME ON DIMS #21 & #39

558399 ESC ESC PPE
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