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CONNECTOR - (SEE CHART)

INNER CONNECTOR - (SEE CHART)
SEE ADDIONAL ASSEMBLY INFORMATION

SHIELD CAN-2 PLCS. - (SEE CHART)
SEE ADDITIONAL ASSEMBLY INFORMATION

INNER CONNECTOR AND SHIELD CANS
MUST BE RETAINED IN OUTER HOUSING

ADDITIONAL ASSEMBLY
INFORMATION

ASSEMBLE SHIELD CANS TO INNER
CONNECTOR IN CORRECT ORIENTATION

AS SHOWN BELOW.

PROPERLY ASSEMBLED SHIELD CANS
TO INNER CONNECTOR
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  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
          DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
          AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
          (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
          OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
          BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  

  3.  HIGH VOLTAGE 280 TERMINAL-CONNECTOR EXTRACTION FORCE (PRIMARY LOCK) IS  80 N.

  4.  HIGH VOLTAGE 280 TERMINAL-CONNECTOR EXTRACTION FORCE (PRIMARY & SECONDARY LOCK) IS  110 N.

  5.  CONNECTION MEETS THE PERFORMANCE REQUIREMENTS OF SAE/USCAR-2 R5 NOVEMBER 2007,
      SAE/USCAR-37 AUGUST 2008, FOR THE FOLLOWING CLASSIFICATIONS:

      TEMPERATURE CLASS 3 (-40 C TO +125 C)
      VIBRATION CLASS 1 (ON BODY OR CHASSIS)
      SEALING CLASS 3 (SEALED PLUS HIGH PRESSURE SPRAY)
      MATING CLASS:  M1

  6.  CONNECTION MEETS DIELECTRIC WITHSTAND VOLTAGE RATING OF 600 VOLTS USING THE SAE/USCAR-37
      AUGUST 2008 PARAGRAPH 5.5.2 TEST METHOD.

  7.  SEALING VERIFICATION AND MARKING REQUIRED PER ESA-755.

  8.  FOR CABLE ASSEMBLY INSTRUCTIONS, SEE SHEET 2.
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COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND
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A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.

SHIELD CAN CONTACTS ORIENTED TOWARD PLUGGING
END OF INNER CONNECTOR

SHIELD CAN
13737731

SHIELD CAN
13737731

PLUGGING END OF
INNER CONNECTOR

SHIELD CAN CONTACTS ORIENTED TOWARD
 PLUGGING END OF INNER CONNECTOR

02JN16 R 01 -- ALL PARTS: SUSPENDED DESIGN 433227 MB MB JN

INNER CONNECTOR

MATING END OF
INNER CONNECTOR

MATING END OF
INNER CONNECTOR
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TYPE 102
SAME AS  TYPE 101

EXCEPT AS SHOWN

TYPE 103
SAME AS  TYPE 101

EXCEPT AS SHOWN
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PLAGGING END OF
INNER CONNECTOR
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10JA18 R 02 -- ALL PARTS: REVISED PER PE339549 REV 02
AND TERM CONFIGURATION MOVED TO SHEET 2

435034 JMR JMR JN

15

SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 9

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

ADDITIONAL ASSEMBLY
INFORMATION REFERENCE ONLY

SEE SHEET 2 FOR CABLE
 ASSEMBLY INFORMATION

MISSING SYMBOLS

1-5 13

INNER CONNECTOR
FULLY SEATED
AT FORWARD STOP

11JA19 R 03 -- ALL PARTS - UPDATED PART AVAILABILITY 442010 JLL JAA TAV

  9.  CONNECTOR DESIGN PROVIDES THE FOLLOWING MINIMUM CREEPAGE DISTANCES, AS ASSESSED PER
      IEC60664 WITH POLLUTION DEGREE 2 OR 3:
      -CAVITIES 1 OR 2 TO SHIELD: 18.45MM
      -CAVITY 1 TO 2: 19.3MM
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 10.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM. MINOR IMPERFECTIONS INCLUDING, BUT NOT
      LIMITED TO, FLOW MARKS, COLOR BLEMISHES, GATE VESTIGE AND SOFT FLASH THAT DO NOT 
      AFFECT THE FORM, FIT OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

 11.  REFERENCE MANUAL 33155749 FOR ASSEMBLY / DISASSEMBLY INFORMATION.

 13.  PARTS MUST BE PACKAGED IN COMPARTMENTAL CONTAINERS OR TRAYS.

 12.  PARTS MUST BE FREE OF DUST, DIRT, CARDBOARD FIBER, LOOSE METAL SILVERS OR ANY
      PARTICULATE THAT MAY CAUSE FIT OR FUNCTION CONCERNS.
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ALL PARTS - "INNER CONNECTOR AND SHIELD
CANS MUST BE RETAINED IN OUTER HOUSING"
WAS "INNER CONNECTOR AND SHIELD CANS 
MUST BE RETAINED IN HEADER SHROUD", 
ADDED "CREEPAGE DISTANCE", "NOT 
APPEARANCE ITEM", "MANUAL FOR 
ASSEMBLY/DISASSEMBLY", "PARTS MUST BE 
FREE OF IMPURITIES" & "PACKAGED OF 
PARTS" NOTES

05FE19 R 04 -- 442281 JGO JAA TAV

  2.  FOR APPLICATION DATA SEE THE INDIVIDUAL APPLICATION DRAWINGS.

18MR20 R 05 -- ALL PARTS - REVISED "PACKAGED" NOTE 442599 GDH JAA TAV

35535711 01 - 103 33358000 35535563 13737731
35535710 01 - 102 33357999 35535563 13737731
35535709 01 - 101 33357998 35535563 13737731
33358015 02 AC 103 33358000 15526392 13737731
33358014 02 AC 102 33357999 15526392 13737731
33358013 02 AC 101 33357998 15526392 13737731
PART NO REV N/P TYPE COV HOUSING INNER CONNECTOR SHIELD CAN (2 PLCS)

19FE21 R 06 -- 35535709-11 - RELEASED 553520 GDH EVV TAV
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