
ENERGY EFFICIENCY 
AND SILENCE
FOR PUBLIC POOLS

The Z950 operates down to -12°C thanks to an optimised cooling 
circuit and a smart defrost logic. Its performance is optimised, even 
in freezing temperatures.

2   ALL-SEASON FUNCTION

The Z950 heat pump has a vertical blower system, which 
significantly reduces its footprint and makes it easier to fit into 
any space.

3    REDUCED SIZE

With its 5 dedicated performance levels, up to 110 kW (at 15°C 
ambient temperature), its electricity consumption adjusts for 
optimal pool temperature.

1   VERTICAL HEAT PUMP FOR LARGE POOLS
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AVAILABLE 
ACCESSORIES

FOR WHICH TYPE OF POOLS?SPECIFICATIONS

Affordable and easy to install, Zodiac® heat pumps are the ideal 
solution for heating your pool and using it more often throughout the 
year, while also saving energy.

Around 80% of the energy used to heat your pool comes from 
the air!

2     INDOOR OR OUTDOOR POOLS

3    SUITABLE FOR ALL TYPES OF 
WATER TREATMENT

TITANE
INSIDE

Long-lasting
Optimized titanium heat
exchanger.

Reversible
Suitable for use in all seasons
from intensive defrosting to
refreshing the pool.

1     FOR IN-GROUND POOLS
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TECHNICAL INFORMATION

Net heat pump kit

Remote control 
module

WARRANTY
2YEAR

WARRANTY
5YEAR

CONDENSER

Z950 35 Z950 45 Z950 60 Z950 90 Z950 120

WH000456 WH000458 WH000460 WH000462 WH000464

PRODUCT REFERENCE

Standard model

PERFORMANCES : AIR 28°C / WATER 28°C / HUMID. 80%

Operating power (kW) 39,5 48 68 98 133

Consumed power (kW) 6,93 8,53 12,25 17,6 24,97

 COP 5,7 5,6 5,5 5,6 5,3

PERFORMANCES : AIR 15°C / WATER 26°C / HUMID. 70%

Operating power (kW) 30 40 57 80 110

Consumed power (kW) 6,2 8,1 11,5 16,8 23,9

COP 4,9 4,8 4,6

TECHNICAL SPECIFICATIONS

Hydraulic connection PVC unions, ø63 glued PVC unions, ø75 glued

Electric power supply 380-400V / 3N~ / 50Hz

Dimensions (W x D x H) cm 1008 x 1146 x 956 1178 x 1192 x 1600 1178 x 1532 x 2000 1213 x 1652 x 2358

Acoustic pressure at 
10m (dB(A)) 52 58
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