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Ref. 66457 Tobogán mini - RAINBOW

DIMENSIONES EN PLANTA

PLAN DIMENSION

279x63cm

ALTURA MÁX. DEL JUEGO

MAXIMUM HEIGHT

107,5cm

MATERIALES
Tobogán de poliéster reforzado con fibra de vidrio.
Paneles de polietileno de alta densidad de 15-20mm.
Tornillería de acero inoxidable.

MATERIALS
Slide of polyester reinforced with fiberglass. Panels made
from high density polyethilene 15-20mm. Hardware made
of stainless stell.

RAINBOW mini slide

AREA SEGURIDAD
SEQURITY AREA
in meters

2727

660

77.57

45.753,6m

6,3m

INSTRUCCIONES DE MONTAJE / ASSEMBLY INSTRUCTIONS

13.481,07cm
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RELACIÓN DE MATERIAL / MATERIAL LIST

TORNILLO EXPANSIÓN
EXPANSION BOLT
x4  M10 L80

TAPÓN ESFERA COLOR
SPHERE COLOR CAP
  x4 NARANJA / ORANGE

BASE TAPÓN ESFERA COLOR
SPHERE COLOR CAP BASE

TAPA  TAPÓN ESFERA COLOR
SPHERE COLOR CAP LID

TORNILLO EXPANSION
EXPANSION BOLT

DETALLE INSTALACIÓN / INSTALLATION DETAIL
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INSPECCIÓN PREVIA A SU USO / INSPECTION PRIOR TO USE

1 - Comprobar si se han respetado las distancias de seguridad marcadas en el plano
adjunto.
2 - Limpiar e igualar las áreas de seguridad de las distintas instalaciones de juego.
3 - Comprobar los aparatos de juego utilizándolos uno mismo.
4 - Comprobar que los tornillos y tuercas estén bien apretados, poniendo mayor atención a
aquellos que por la naturaleza del juego son susceptibles de aflojarse.
5 - Comprobar si todas las tuercas están debidamente apretadas, y los agujeros cubiertos
con tapones.
6 - Revisar que los cimientos se encuentran a la profundidad adecuada.

1. Check if the security area have been respected according to the drawing.
2. Clean and level the security area of the different playground areas.
3. Check by yourself if the play elements work properly.
4. Make sure all screws and bolts are tightened, specialy those who could get loose more
easily.
5. Check if every screw and bolt are tight, and every hardware and hole is covered by caps.
6. Verify the foundations are in well conditions and at the proper depth.


