
FABRICACION DE TRANSFORMADORES
Ctra. de Valdepe���, Km. 1,5

Pol. Ind. San Jorge, Parcelas 16-19
13270 ALMAGRO (C. Real) ESPA��
Tfn:926 861449 Fax: 926 861410

http://www.torytrans.com
e-mail: torytrans@torytrans.com

CERTIFICATED
COMPANY

���������

������������	
�����������������	������	�����
�����������������������������	��������������
���������������������������������������������������

� Overload and overheating protection with thermostatics swicth.
� Short-circuit protection with inside fuse.
� Degree of protection IP-657.
� Electric shocks protection Class II.
� Standard EN 61558 and CE directives.

SELECTION OUTPUT VOLTAGE

������	�����������Section
Wire

Power
Lamp Distance between spotlight and transformer (mts)

2,5 mm2 100 W 1 a 10 10 a 15 15 a 20 20 a 30 30 a 40 40 a 50

4 mm2 100 W 1 a 16 16 a 25 25 a 35 35 a 45 45 a 60 60 a 75

Primary connection 230V B - 3 B - 2 B - 1 A - 3 A - 2 A - 1

������	�����������Section
Wire

Power
Lamp Distance between spotlight and transformer (mts)

6 mm2 300 W 1 a 10 10 a 15 15 a 20 20 a 25 25 a 35 35 a 40

10 mm2 300 W 1 a 16 16 a 25 25 a 35 35 a 45 45 a 55 55 a 65

Primary connection 230V B - 3 B - 2 B - 1 A - 3 A - 2 A - 1

������	�����������Section
Wire

Power
Lamp Distance between spotlight and transformer (mts)

6 mm2 2x300 W 1 a 10 10 a 15 15 a 20 20 a 25 25 a 30 30 a 35

10 mm2 2x300 W 1 a 16 16 a 25 25 a 30 30 a 35 35 a 40 40 a 45

Primary connection 230V B - 3 B - 2 B - 1 A - 3 A - 2 A - 1
For values of this table EPC800 reference connect 2 lines with a 300W lamp for each.

Fuse 5x20 input EPC133 = T 630mA EPC400 = T 1,6A EPC800 = T 4A

NOTE: Due to the high intensity in the secondary circuit, it is recommended to ensure a good contact between
the cables and terminals connecting to avoid failures and overheating.






