
Ducha Vichy
Combinación de masaje relajante y manual mediante chorros de agua 

con alternancia bitérmica, empezando siempre con agua caliente.

Tratamiento de hidroterapia consistente en la aplicación de múltiples 

duchas que actúan simultáneamente de pies a cabeza con distintas 

fi nalidades según varíen presión y temperatura.

La ducha viene acompañada de una camilla pensada para proporcionar 

comodidad  relajación al usuario.
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Características 
•  Gran efecto relajante, vitalizante y antiestrés.
•  Mejora la circulación y ayuda a regenerar la piel.
•  Mejora posibles contracturas musculares.
•  Especialmente indicada para tratamientos exfoliantes, de barros  
 y/ó algas.
• Efi caz contra el reumatismo.

Recomendaciones de instalación
•  La presión mínima del agua debe ser de 3 kg.
•  La toma de corriente de 22V monofásica debe estar a unos 100   
 mm del cuadro eléctrico aproximadamente.
•  La toma general de agua fría y caliente debe ser de 22 mm   
 diámetro, rosca ¾”.
•  Se recomienda la colocación de un sumidero o rejilla longitudinal  
 de 2000 x 200 mm justo debajo de la camilla para la correcta   
 recogida de aguas. El diámetro del tubo para la salida de  aguas  
 del sumidero será como mínimo de 70 mm, debido a la gran   
 cantidad de agua que consume en poco tiempo.
•  Para una correcta impermeabilización del suelo, es recomendable  
 la colocación de una tela asfáltica en toda la superfi cie de la sala  
 y si es posible solaparla con las paredes verticales unos 250 mm  
 para una mayor precaución.
•  El cuadro de electroválvulas puede situarse en la sala de masajes  
 a ala vista, se puede hacer un armario a medida o situarlo en la  
 sala de máquinas.
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Vichy shower

Ducha Vichy

Characteristics
•  Relaxing, antistress and vitalizing effect.
• Improves blood circulation and helps to regenarate the skin.
• Improves possible muscle contractures.
• Especially indicated for exfoliation, mood and or weed treatments.
• Effective against reumathism.

Installation recommendations
•  Minimum water pressure 3 kg.
• The 220V single phase power supply should be approximately 100  
 mm from the electrical control panel.
•  The general hot and cold water inlet should be 22 mm in diameter  
 with a ¾” thread.
•  The placing of 2000 x 200 mm longitudinal drain or grill under
 the shower bed is recommended to catch the water overfl ow. Tube  
 diameter for the drain inlet should be a minimum of 70 mm, due to  
 the large amount of water which is consumed in a short space of  
 time.
•  In order to ensure correct fl oor watertightness, it is recommendable  
 that the entire surface of the room be covered in an asphaltic   
 material with overlap of approx.250 mm on the walls for greater   
 protection if possible.
•  The electrovalve control panel can be located on a view inside the  
 massage area, or it can be placed within a custom built cabinet or  
 inside the machine room.

Vichy shower 
Combination of relaxing and hand masaje through bithermal micro-jets, 

always starting with hot water.

The Vichy Shower is a hydrotherapy treatment which consists in the 

application of various showers simultaneously from feet to head for 

different purposes depending on the pressure and temperature applied.

The shower comes together with a ergonomic and confortable bed.
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