
PRODUCT INFORMATION:
                           

Viscosity @ 40°C, ASTM D-445, cSt.
Viscosity @ 100°C, ASTM D-445, cSt.           
Viscosity Index, ASTM D-2270 

API Gravity, ASTM D-287 
Flash Point, ASTM D-92, °C  

Pour Point, ASTM D-5950, °C 
Broookfield @ -40°C, ASTM D-2983, cP

Typical Properties

FULL SYNTHETIC CVT 
TRANSMISSION FLUID

APPLICATION:

DESCRIPTION:

PEAK® FULL SYNTHETIC CVT TRANSMISSION FLUID is designed 
to meet the difficult challenges of effectively balancing frictional 
performance needs and durability required in today's 
Continuously Variable Transmissions.  Suitable for service fill  and 
recommended in most belt- or chain-driven CVTs. Do not use in 
non-CVT automatic transmission applications. 

BENEFITS:

• Superior friction control delivers superior friction stability to
maintain smooth, consistent shifting and prevent shudder

• Excellent anti-wear and oxidation stability protection to prevent
metal-to-metal contact between rotating parts

• Full synthetic base provides resists low temperature viscosity
change and high operating temperature oil thickening.

• Compatible in multiple CVT transmission types

• Audi/VW (TL 52180; G 052 180; G 052 516)
• BMW 8322 0 136 376/8322 0 429 154(EZL799/EZL 799A)
• Daihatsu Amix CVTF-DC,  AMIX CVTF-DFE
• Ford CVT23, CVT30, CFT30/WSS-M2C933-A MERCON® C
• GM DEX-CVT, CVTF I-Green2
• Honda HMMF (without starting clutch), HCF2
• Hyundai/Kia CVTF, SP-CVT 1, CVT-J1
• Mazda CVTF 3320

• Mercedes Benz CVT28, MB 236.20
• Mini Cooper (EZL 799/ EZL 799A/ZF CVT V1)
• Mitsubishi CVTF-J1 -J4, SP-III (CVT)
• Nissan NS-1, -2, -3
• Punch EZL 799/EZL 799A
• Subaru NS-2 / Lineartronic CVTF, i-CVTF, e-CVTF
• Suzuki CVTF TC, NS-2, CVT Green 1 & 2, CVTF 3320
• Toyota  CVTF TC, CVTF FE
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Unit/Case Weight (lbs.) 450

Pallet Weight* 1850

Units/Cases per Pallet 4

Units/Cases per Truck 84

Pallets per Truck 21

Pallet Size (inches) 46 x 48 x 40.5

PCTF00
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RUN TRUETM

Color, ASTM D-1500 Amber

Quart 0-74804-07014-9

PCTF076

1.94/11.55

1,973

936/156

20,592/3,432

22

46 x 48 x 61.4

Suitable for service fill fluid. Consult vehicle owner's manual for specific fluid recommendation.
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Unit/Case Weight (lbs.) 

Part #
SHIPPING INFORMATION:  

UPC Code 

*Includes pallet weight of 50 lbs. Case  0-74804-17014-6

Quart, 6/1 Case Bulk55-Gal, Drum

PCTF0BX6

43

1806

42

924

22

46 x 48 x 72

6-Gal, Bag-n-Box

0-74804-05605-10-74804-06229-8




